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D IMMER COMPATIB IL IT Y

Brand Series Model Number Max Load
DRD2M7

Max Load
DRD2M10

Cooper Slide SLC03P, SAL06P 25 20

Legrand Harmony H703PTU, HCL453P 30 25

Leviton
IllumaTech Slide IPE04 25 20

SureSlide 6621, 6674 10 10

Diva DV-600 12 10

Maestro MA-600 12 9

Lutron
Maestro ELV MAELV-600, MSCELV-600 35 30

Maestro Wireless MRF2-6ND 12 10

Power Booster PHPM-PA, PHPM-WBX 25 20

Sunrise SR400RPC120, ZP260QEW 20 15

Watt Stopper
Digital Light Management LMRC-221 160 150

Dimming Sensor PW-100D 14 12

1 Dimmer compatibility reflects performance compatibility only. Please reference your local codes for application.

Brand Series Model Number Max Load
DRD2M7

Max Load
DRD2M10

Control 4 Control 4 C4-APD120 10 9

Cooper Decorator DLC03P, DAL06P 25 20

Legrand Adorne ADTP703TU 35 30

Caseta PD-6WCL 12 10

CL Series AYCL-153, CTCL-153, DVCL-153, LGCL-513, SCL-153, TGCL-513 12 10

CL Series AYCL-253, DVCL-253 20 15

Grafik Eye 3000 QSGR-3P 30 25

Lutron Grafik Sys / Homeworks RPM-4A 25 20

Grafik Sys / Homeworks RPM-4U 30 25

Maestro CL MACL-153M, MSCL-OP153M, MSCL-VP153M 12 10

Maestro Wireless MRF2-6ELV, MRF2-6CL 12 10

Radio RA RRD-6NA, RRD-6CL, RRD-6D 12 10

Recommended Phase-control Dimmers (Dims down to 5% nominal measured light output)

Compatible Phase-control Dimmers1 (Dims down to 20% nominal measured light output)

Recessed LED Downlight 
General New Construction, Remodel, Retrofit 

4”, 5”, 6” Aperture




